Material Safety Data Sheet
Product Name: DYNATONE Fast Hardener Date: April 1, 2008
Code: DT-202

SECTION I - MANUFACTURER IDENTIFICATION

MANUFACTURER : ALSA CORPORATION
2640 E. 37" Street
Vernon, CA 90058
Tel: (323)581-5200
Fax: (323)589-4400
Infotrac Chemical Emergency Response: 800-535-5053/352-323-3500

SECTION II - COMPOSITION/INFORMATION ON ING}(EDIENTS

Substances presenting a health hazard within the meaning of the Dangerous Substances Directive.

NAMES CAS NUMBER EINECS-No " CONC
hexamethylene-di-isocyanate 822-06-0 212-485-8 0.1 —1
Hexamethylene-di-isocyanate 28182-81-2 500-060-2 30-60
homopolymer

p-chorotrifluorotoluene 98-56-6 202-681-1 20-50
Acetone 67-64-1 200-662-2 2-10

SECTION III - HAZARDS IDENTIFICATION OF THE PREPARATION

Danger classification : Xi Irritant

11 Highly Flammable

20/22  Harmful by inhalation and if swallowed.

52/53  Harmful to aquatic organisms, may cause long-term adverse effects in the aquatic environment.
43 May cause sensitization by skin contact.

SECTION IV - FIRST AID MEASURES

General:

In all cases of doubt, or when symptoms persist, seek medical attention.

Never give anything by mouth to an unconscious person.

Inhalation:

Remove to fresh air, keep patient warm and at rest, if breathing is irregular or stopped, administer artificial
respiration. Give nothing by mouth. If unconscious place in recovery position and seek medical advice.
Eye contact:

Remove contact lenses, irrigate copiously with clean, fresh water for at least 10 minutes, holding the eyelids apart
and seek medical advice.

Skin contact:

Remove contaminated clothing. Wash skin thoroughly with soap and water or

use recognized skin cleanser. Do NOT use solvents or thinners.

Ingestion:

If accidentally swallowed obtain immediate medical attention. Keep at rest.

Do NOT induce vomiting.

SECTION V - FIRE-FIGHTING MEASURES

Extinguishing media: recommended: alcohol resistant foam, CO,,

powders, water spray/mist

not to be used : water jet.
Recommendations : Fire will produce dense black smoke. Exposure to decomposition products may cause
a health hazard. Appropriate breathing apparatus may be required. Cool closed containers exposed to fire with
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